
Technical Data

Surface:    4mm Toughened Glass or 6mm Toughened Mirror

     Laminated with 4mm Toughened Glass

Heating element: Silicon Infrared Sheet

Voltage:     230 Volt, 50 Hz

Wattage:    800w - 1500w

Protection:     IP 44 (Zone 1 or 2)

Installation:     Wall mounting with supplied bracket (Two   
     brackets for all in range. 25mm depth).

Connection:    1.8m of 3 core flex

Min. distance from side wall: 0.3m

Min. distance from ceiling: 0.3m

Min. distance from objects: 0.3m

Refer to instruction manual for installation guide

Wattage (W)  Weight      Size (mm)  Amps

800  13 kg       500 x 1300 x 10  3.48

1000  19 kg       600 x 1600 x 10  4.35

1500  19 kg       600 x 1600 x 10  6.52

This appliance complies with European Directives:

• EN 60335-1:2012 / EN60335-2-30 (Safety of Electrical Appliances)
• EN55014 1 + 2 / EN61003-2 / EN61003-3 (EMC)
• EN50366:2003 + A1 (EMF)
• EN60529-1992 + A2 (IP44 rating)
• RoHS
• CE Certified

Our premium, UK made range of Premium Glass heaters come in a large variety of shapes, wattages and 
colours. 

High quality materials have been used to design and make our top of the range Infrared Heaters. 
Extremely well crafted, these panels are beautiful and will add an elegant focal piece to any environment.
Installation is suitable for wall installation only and they can be fixed in either vertical or horizontal 
arrangement.

Each heater is available in Mirror, Soft White, Black, Mirror, and a range of colour options. The glass is also 
available in a range of bespoke finishes. Contact us for more information.
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